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KICHLER™ 15753 KICHLER LIGHTING

LIGHTING SYMBOL ON PLAN

1
2" NPSM
FIXTURE MOUNT

6" MIN.
12" MAX.

18"

3" DIA.

RIGID CONDUIT
(by others)

12.4 W 60° Wide Flood LED Accent Light Low Voltage Lighting from the Landscape LED Collection

Finish: Textured Architectural Bronze

MOUNTING, SM18/BRONZE Finish
3" O.D. by 188" wall cast aluminum with 12" NPSM fixture mount and hand hole
with flush cover.  Internal set screw fixture lock accessible through hand hole.
Internal ground lug supplied with installed lead.  Super TGIC powder coat
paint over clear anodizing and titanated zirconium conversion coating.

NOTE: May also be used to hard mount low voltage fixtures.

A

NOTE:
FREESTANDING OR SURFACE MOUNT
OPTIONS.  CORROSION-RESISTANT
ANCHORING HARDWARE SUPPLIED BY
OTHERS.  Ø13/32" HOLES WITH COUNTERBORE
PROVIDED FOR SOCKET HEAD CAP SCREWS.

Drawing:  PL271-01
Date:  4/9/2010
Dimensions are in Inches[mm]
U.S. Patent No. D419,341

72 12"

27 34"

17 34"

33 34"

ALUMINUM EXTRUSION
SEAT AND BACK

CENTER ARM

27 14"

34 34" 34 34"

SCARBOROUGH BENCH DETAIL

Drawing:  SC178-04
Dimensions are in inches

CONFIDENTIAL DRAWING INFORMATION CONTAINED  HEREIN  IS  THE  PROPERTY  OF  LANDSCAPE  FORMS,  INC.
INTENDED USE IS LIMITED TO DESIGN  PROFESSIONALS  SPECIFYING  LANDSCAPE FORMS, INC. PRODUCTS AND
THEIR DIRECT CLIENTS.  DRAWING IS NOT TO BE COPIED OR DISCLOSED TO  OTHERS  WITHOUT  THE  CONSENT
OF LANDSCAPE FORMS, INC.                                        © 2014 LANDSCAPE FORMS, INC.  ALL RIGHTS RESERVED.

6 1/4"

12 1/2"

FREESTANDING OR SURFACE
MOUNT OPTIONS. NON-CORROSIVE
ANCHORING HARDWARE SUPPLIED
BY OTHERS. (4) Ø7/16" [Ø11] MOUNTING HOLES.

VERTICAL STRAP
BASKET INSERT

Ø 24 1/2"

Ø 9 3/4" SANDPAN

40 1/2"

LIFT AND TURN
LID TO EMPTY

LOCK

SCARBOROUGH LITTER RECEPTACLE DETAIL

PAVER - SEE PLAN FOR TYPES & SIZES

COMPACTED SUBGRADE

2" COMPACTED SAND SETTING BED

PAVER DETAIL, TYP. 
Scale: N.T.S.HS-1

4" COMPACTED AGGREGATE BASE

MUD-IN PERIMETER PAVERS AS NEEDED ON BOTTOM
EDGE ONLY, TYP. CONC. SHOULD NOT BE VISIBLE

FREESTANDING PLANTER

MANUFACTURER: OLD TOWN FIBERGLASS
STYLE: SQUARE PLANTER W/ FEET
MODEL: #SL3030
COLOR: DARK GRAY (20)
FINISH: MATTE
SIZE: 30" L X 30" W X 30" HT
QUANTITY:  4*
CONTACT:  SEAN SMITH (917) 716-9242
                     sean@jetty14.com

BIKE RACK

MANUFACTURER: FORMS & SURFACES
STYLE: CAPITAL BIKE RACK
COLOR: ALUMINIUM
SIZE: 2'-10" HT X 5" W
QUANTITY: 13
CONTACT: JESSICA PALMER
                     jessica.palmer@forms-surfaces.com

TRASH RECEPTACLE

MANUFACTURER: LANDSCAPE FORMS
STYLE: SCARBOROUGH SIDE-OPENING
MODEL: 129323
COLOR: METALLIC SILVER
SIZE: 25" D X 41" HT
QUANTITY: 6
CONTACT: MICHELLE MONTESANO-MULLINEX

(800) 430-6206 x1334
michellem@landscapeforms.com

2

1

3

4

FREESTANDING PLANTERS

MANUFACTURER: OLD TOWN FIBERGLASS
MODEL: RL481818
COLOR: DARK GRAY (20)
FINISH: MATTE
SIZE: 96" L X 24" W X 18" HT
QUANTITY: 2*
CONTACT: SEAN SMITH (917) 716-9242
                     sean@jetty14.com

SITE FINISHES /  AMENITIES LEGEND

5

COLORED CONCRETE- CORAL GABLES

MANUFACTURER: LAMBERT/SCOFFIELD
COLOR: CORAL GABLE'S BEIGE
NOTE: AS PER CITY OF CORAL GABLES
SPECIFICATIONS

6

*  QUANTITY / AREA PROVIDED IS AN ESTIMATE ONLY. CONTRACTOR TO VERIFY
ALL QUANTITIES / AREAS. PLAN TAKES PRECEDENCE OVER LEGEND.

7

DRIVEWAY PAVER MAINFIELD

MANUFACTURER: BELGARD
STYLE: APPIAN STONE
SIZE: 6" X 6" X 3 18" & 6" X 9" X 3 18"
COLOR: NAPOLI
PATTERN: LARGE RECTANGLE & SQUARE 90°
HERRINGBONE MODIFIED

8

9

10

11

WALKWAY PAVER MAINFIELD

MANUFACTURER: BELGARD
STYLE: MELVILLE PLANK
COLOR: TITANIUM
PATTERN: 40% SLIM & 60% LARGE PATTERN
(PATTERN & DIRECTION AS SHOWN ON PLAN)
NOTE: SEE DETAIL A ON SHEET HS-1 FOR PAVER DETAIL

COLOR

COLOR

TRAVERTINE PAVER MAINFIELD

SIZE: 6" X 12"
COLOR: DIANA ROYAL, SAND BLASTED
PATTERN: RUNNING BOND
(DIRECTION AS SHOWN ON PLAN)
NOTE: SEE DETAIL A ON SHEET HS-1 FOR PAVER DETAIL

COLOR

COLOR
DECORATIVE CEMENT TILE
MANUFACTURER: VILLA LAGOON TILE
PATTERN: BALANCE
COLORS: SEAGULL & FEATHERSTONE
SIZE: 8" X 8" X 12"
CONTACT: LUNDY WILDER @ (251) 968-3375
NOTE: SEE DETAIL A ON SHEET HS-1 FOR
PAVER DETAIL

WOOD DECKING

MANUFACTURER: RESYSTA
STYLE: DECKING BOARD GOLD
COLOR: C29, DARK TAUPE

COLOR

ALUMINUM BENCH

MANUFACTURER: LANDSCAPE FORMS
STYLE: SCARBOROUGH
COLOR: METALLIC SILVER
SIZE: 28" D X 72" W X 34" HT
QUANTITY: 4
CONTACT: MICHELLE MONTESANO-MULLINEX

(800) 430-6206 x1334
michellem@landscapeforms.com

Scale: See Left
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8'-4"

6" x 6" ALUMINUM BEAM

2" x 2" ALUMINUM LOUVERS
WELDED TO 1/4" x 4" PLATE.
COLOR TBD

8" x 8" SQUARE ALUMINUM
CONNECTOR PLATE,
CONNECT AT TOP OF
FOOTING, REFER TO
STRUCTURAL DRAWINGS
FOR DETAIL

WATERPROOFING MEMBRANE

3"

2"
 T

YP
.

2" x 2" PERIMETER
ALUMINUM FRAME TO BE
CONNECTED TO COLUMNS.
COLOR TBD.

6" x 6" SQUARE ALUMINUM
COLUMN POWDER COATED,
COLOR TO BE DETERMINED.

2" x 3" THERMALLY MODIFIED WOOD
LATTICE ATTACHED TO ALUMINUM
FRAME AND STRUCTURE
WITH 5" O.C. SPACING AS SHOWN.

1" x 1" INTERNAL ALUMINUM FRAME.
FINISH COLOR TO BE DETERMINED.

2" x 2" PERIMETER ALUMINUM FRAME
TO BE CONNECTED TO COLUMNS.
FINISH COLOR TO BE DETERMINED.

5" O
C

(T
YP

)

6" x 6" ALUMINUM BEAM
WITH MALE ASSEMBLY AS
SHOWN FOR  6x6
ALUMINUM BEAM. POWDER
COATED, COLOR TO BE
DETERMINED.
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"
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C
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B
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TOP OF STRUCTURE
9.33

TOP OF STRUCTURE
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FINISH FLOOR
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FINISH FLOOR
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SCALE: 1/2"=1'-0"
POOL DECK CABANA PLAN DETAIL

HS-2 SCALE: 1/2"=1'-0"
POOL DECK CABANA ELEVATION

HS-2 SCALE: 1/2"=1'-0"
POOL DECK CABANA SECTION

HS-2

NOTES:
1- CONTRACTOR TO SUBMIT SHOP DRAWINGS TO
OWNER & L.A. FOR APPROVAL WITH FINISHES,
COLORS, DIMENSIONS , FOUNDATIONS &
STRUCTURAL DETAILS.
2- DETAILS SHOWN ON THESE PLANS ARE FOR
DESIGN INTENTION PURPOSES ONLY, NOT FOR
CONSTRUCTION.
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YP
)

2" x 3" THERMALLY
MODIFIED WOOD LATTICE
COLOR TBD.

6" x 6" SQUARE ALUMINUM
COLUMN POWDER COATED,
COLOR TBD.

2" x 3" THERMALLY
MODIFIED WOOD LATTICE
COLOR TBD.

8'-0"
1'-9"

9'
-4

"

FREESTANDING PLANTER

MANUFACTURER: OLD TOWN FIBERGLASS
STYLE: SQUARE PLANTER W/ FEET
MODEL: #SL3030
COLOR: DARK GRAY (20)
FINISH: MATTE
SIZE: 30" L X 30" W X 30" HT
QUANTITY:  4*
CONTACT:  SEAN SMITH (917) 716-9242
                     sean@jetty14.com

BIKE RACK

MANUFACTURER: FORMS & SURFACES
STYLE: CAPITAL BIKE RACK
COLOR: ALUMINIUM
SIZE: 2'-10" HT X 5" W
QUANTITY: 13
CONTACT: JESSICA PALMER
                     jessica.palmer@forms-surfaces.com

TRASH RECEPTACLE

MANUFACTURER: LANDSCAPE FORMS
STYLE: SCARBOROUGH SIDE-OPENING
MODEL: 129323
COLOR: METALLIC SILVER
SIZE: 25" D X 41" HT
QUANTITY: 6
CONTACT: MICHELLE MONTESANO-MULLINEX

(800) 430-6206 x1334
michellem@landscapeforms.com

2

1

3

4

FREESTANDING PLANTERS

MANUFACTURER: OLD TOWN FIBERGLASS
MODEL: RL481818
COLOR: DARK GRAY (20)
FINISH: MATTE
SIZE: 96" L X 24" W X 18" HT
QUANTITY: 2*
CONTACT: SEAN SMITH (917) 716-9242
                     sean@jetty14.com

SITE FINISHES /  AMENITIES LEGEND

5

COLORED CONCRETE- CORAL GABLES

MANUFACTURER: LAMBERT/SCOFFIELD
COLOR: CORAL GABLE'S BEIGE
NOTE: AS PER CITY OF CORAL GABLES
SPECIFICATIONS

6

7

DRIVEWAY PAVER MAINFIELD

MANUFACTURER: BELGARD
STYLE: APPIAN STONE
SIZE: 6" X 6" X 3 18" & 6" X 9" X 3 18"
COLOR: NAPOLI
PATTERN: LARGE RECTANGLE & SQUARE 90°
HERRINGBONE MODIFIED

8

9

10

11

WALKWAY PAVER MAINFIELD

MANUFACTURER: BELGARD
STYLE: MELVILLE PLANK
COLOR: TITANIUM
PATTERN: 40% SLIM & 60% LARGE PATTERN
(PATTERN & DIRECTION AS SHOWN ON PLAN)
NOTE: SEE DETAIL A ON SHEET HS-1 FOR PAVER DETAIL

COLOR

COLOR

TRAVERTINE PAVER MAINFIELD

SIZE: 6" X 12"
COLOR: DIANA ROYAL, SAND BLASTED
PATTERN: RUNNING BOND
(DIRECTION AS SHOWN ON PLAN)
NOTE: SEE DETAIL A ON SHEET HS-1 FOR PAVER DETAIL

COLOR

COLOR
DECORATIVE CEMENT TILE
MANUFACTURER: VILLA LAGOON TILE
PATTERN: BALANCE
COLORS: SEAGULL & FEATHERSTONE
SIZE: 8" X 8" X 12"
CONTACT: LUNDY WILDER @ (251) 968-3375
NOTE: SEE DETAIL A ON SHEET HS-1 FOR
PAVER DETAIL

WOOD DECKING

MANUFACTURER: RESYSTA
STYLE: DECKING BOARD GOLD
COLOR: C29, DARK TAUPE

COLOR

ALUMINUM BENCH

MANUFACTURER: LANDSCAPE FORMS
STYLE: SCARBOROUGH
COLOR: METALLIC SILVER
SIZE: 28" D X 72" W X 34" HT
QUANTITY: 4
CONTACT: MICHELLE MONTESANO-MULLINEX

(800) 430-6206 x1334
michellem@landscapeforms.com

Scale: See Left
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SCALE: 3/8"=1'-0"
TRELLIS PLAN DETAIL

HS-3

WOOD VENEER OVER STEEL
COLUMN / BEAM (FRAME) 8" WIDE

FINISH: IPE WOOD
STAIN: LIGHT STAIN

1" X 6" IPE WOOD LOUVERS BEYOND
@ 4" O.C. WITH LIGHT STAIN

LOUVERS AT 30 DEGREE ANGLE, TYP.
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SCALE: 3/8"=1'-0"
TRELLIS ELEVATION

HS-3

FINISH GRADE

WOOD VENEER OVER STEEL
COLUMN / BEAM (FRAME) 8" WIDE
FINISH: IPE WOOD
STAIN: LIGHT STAIN

1" X 6" IPE WOOD LOUVERS BEYOND
@ 4" O.C. WITH LIGHT STAIN
LOUVERS AT 30 DEGREE ANGLE, TYP.

CONNECTION AT GRADE BY
STRUCTURAL ENGINEER
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SCALE: 3/8"=1'-0"
TRELLIS ELEVATION

HS-3

FINISH GRADE

1" X 6" IPE WOOD LOUVERS BEYOND
@ 4" O.C. WITH LIGHT STAIN

LOUVERS AT 30 DEGREE ANGLE, TYP.

WOOD VENEER OVER STEEL
COLUMN / BEAM (FRAME) 8" WIDE

FINISH: IPE WOOD
STAIN: LIGHT STAIN

CONNECTION AT GRADE BY
STRUCTURAL ENGINEER
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TRELLIS CONCEPT IMAGE

NOTES:
1- CONTRACTOR TO SUBMIT SHOP DRAWINGS TO OWNER & L.A. FOR APPROVAL WITH FINISHES,
COLORS, DIMENSIONS , FOUNDATIONS & STRUCTURAL DETAILS.
2- DETAILS SHOWN ON THESE PLANS ARE FOR DESIGN INTENTION PURPOSES ONLY, NOT FOR
CONSTRUCTION.
3- SHOP DRAWINGS TO BE SUBMITTED BY STRUCTURAL ENGINEER AT TIME OF PERMIT.
4- FEASIBILITY OF STRUCTURAL DESIGN TO BE DETERMINED BY STRUCTURAL ENGINEER.
5- THESE DRAWINGS ARE FOR CONCEPT PURPOSES ONLY. DO NOT SCALE THESE DRAWINGS FOR
CONSTRUCTION PURPOSES. SEE  STRUCTURAL ENGINEERS DRAWINGS FOR CONSTRUCTION PLANS.
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3'

-0
"

6'
-0

"

4"

1" SQ. PICKETS
.0625 WALL

FOOTER
BY

OTHERS

2" SQ. POST
.125" WALL

#12 X 1 1/4" SS SELF
DRILLING SCREW
W/ SS BONDED
SEALING WASHER

1" X 1" CHANNEL
.125" WALL

82  3/4"

8"

REJECT 4" SPHERE

ALL MEMBERS TO BE
DARK BRONZE

POWDERCOAT FINISH

1" SQ.
PICKETS

.0625 WALL

SAKRETE
TYPICAL DIRT-SET

INSTALLATION

2-1/2" SQ. POST
.125" WALL
2" X 2" FRAME

1-1/2" X 1 1/2" CHANNEL
.125" WALL

SELF CLOSING
TRU-CLOSE HINGES

MAGNA LATCH
LOCATED 48" AFF MAX.
HARDWARE TO BE PROVIDED
ON BOTH SIDES OF GATES,
TYP. (ACCESS CONTROL
SYSTEM BY OTHERS)BLACK VINYL SELF-TAPPING

SCREWS
2-1/2" SQ. POST

.125" WALL

2-1/2" SQ. POST.125" WALL

DESIGNED IN ACCORDANCE
WITH ALL APPLICABLE STATE,

LOCAL AND CITY CODES

SHOP DRAWINGS AND FIRE
APPROVAL REQUIRED PRIOR
TO PERMITTING

3'
-0

"
6'

-0
"

4"

FIELD VERIFY PRIOR TO FABRICATION

8"

HARDWARE NOTES:
1- HARDWARE DOES NOT REQUIRE
REACHING OVER GATES TO OPERATE
2- HARDWARE IS OPERABLE WITH
ONE HAND
3- HARDWARE IS OPERABLE WITH NO
MORE THAN 5 POUNDS OF FORCE
4- HARDWARE REQUIRES NO
PINCHING, TWISTING, OR GRASPING
TO OPERATE

DESIGNED IN ACCORDANCE
WITH ALL APPLICABLE STATE,

LOCAL AND CITY CODES

THE FIRST 10" OF THE DOOR
SURFACE IS TO BE SMOOTH &
FREE OF OBSTRUCTIONS FOR
THE FOOL WIDTH OF THE DOOR

10
"

SCALE: 1/2"=1'-0"
ALUMINUM RAIL FENCE DETAIL

HS-3

ALL MEMBERS TO BE
DARK BRONZE

POWDERCOAT FINISH
SCALE: 1/2"=1'-0"
ALUMINUM RAIL GATE DETAIL

HS-3
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TRIANGLE TO BE
MAINTAINED AT 15"
HT., TYP.

BENCH (TYP.)
MANUF: LANDSCAPEFORMS

STYLE: SCARBOROUGH
MODEL: #PL271-01

see detail on (L-4) public ream
amenity plan

TRASH RECEPTACLE (TYP.)
MANUF: LANDSCAPEFORMS

STYLE: SCARBOROUGH
MODEL: #129323 see detail on
(L-4) public ream amenity plan

SIDEWALK PAVING PATTERN TO
CONTINUE ACROSS ALL DRIVEWAYS,
TYP. FOR PEDESTRIAN SAFETY
(CORAL GABLES STANDARD CONC.
COLOR)
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LM
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CG
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6 BEDS
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CU STRUCTURAL SOIL TO BE CONTINUOUS
ADJACENT TO TREE PITS IN SIDEWALK &
FULL WIDTH OF SIDEWALK AS SHOWN, TYP.
36" DEEP. TO BE COORDINATED WITH CIVIL.
SEE DETAIL SHEET L-3

CU STRUCTURAL SOIL TO BE CONTINUOUS
ADJACENT TO TREE PITS IN SIDEWALK &

FULL WIDTH OF SIDEWALK AS SHOWN, TYP.
36" DEEP. TO BE COORDINATED WITH CIVIL.

SEE DETAIL SHEET L-3

FUTURE GREEN
SPACE TO BE

COORDINATED
WITH THE CITY

SILVA CELLS "2X" (TYP.) REFER TO DEEPROOT MANUF. GUIDELINES FOR INSTALLATION

SILVA CELLS "2X" (TYP.) REFER TO
DEEPROOT MANUF. GUIDELINES
FOR INSTALLATION

SILVA CELLS "2X" (TYP.) REFER TO
DEEPROOT MANUF. GUIDELINES

FOR INSTALLATION

UPLIGHTING (TYP.)
MANUF: KICHLER LIGHTING
MODEL: #15753
see detail on (L-4) public ream amenity plan

FM
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CU STRUCTURAL SOIL TO BE CONTINUOUS
ADJACENT TO TREE PITS IN SIDEWALK &
FULL WIDTH OF SIDEWALK AS SHOWN, TYP.
36" DEEP. TO BE COORDINATED WITH CIVIL.
SEE DETAIL SHEET L-3
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STYLE: CAPITAL
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 MANUF: OTF

see detail on (L-4) public ream
amenity plan
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81

QUAN.SYMBOL PROPOSED MATERIAL

SHRUBS AND GROUNDCOVERS
QUAN.SYMBOL

TREES/PALMS

LANDSCAPE LIST 

PROPOSED MATERIAL SPECIFICATIONS SPECIFICATIONS

F.G., 8' C.T. MIN.BRIDALVEIL TREE
Caesalpinia granadillo31CG

*Myrcianthes fragrans

SIMPSON'S STOPPER
7MF

F.G., MULTI-TRUNK 

12' HT. X 5' SPR. 2" CAL.

LADY PALM
RE 7 GAL.

36" HT. X 24" SPR. / 24" O.C. Rhapis excelsa 61

63 Alcantarea imperialis
IMPERIAL BROMELIAD

AI
17" POT

32" HT. X 32" SPR. 

Ligustrum japonicum

JAPANESE PRIVET

10' HT. X 10' SPR., MULTI TRUNK
F. G. 

13LJ

(BY BULLIS BROMELIADS)1
F.G.GUMBO LIMBO

Bursera simaruba 16' HT. X 8' SPR. 4" CAL.BS

Coccoloba diversifolia 

PIGEON PLUM F. G. 

12' HT. X 4' SPR. 2" CAL.
16CD

Ptychosperma elegans 'single' 18' O.A. HT., SINGLE

F.G.SINGLE ALEXANDER PALMS

F.G.SINGLE MONTGOMERY PALM
Veitchia montgomeryana 'single'

10

37
22' O.A. HT., SINGLE

PE

VM

16' HT. X 8' SPR. 4" CAL. 111CG1
24" HT. X 24" SPR. / 24" O.C.*Clusia guttifera

SMALL LEAF CLUSIA 3 GAL.

3 GAL.
15" HT. X 15" SPR. / 15" O.C. Podocarpus macrophyllus

PRINGLES DWARF PODOCARPUS
PD

Stenotaphrum secundatum 'Floratam' SOLID EVEN SODLAWN

695

As

362 Codieaum variegatum 'Sloppy Painter' 24" HT. X 24" SPR. / 24" O.C.CV
YELLOW- GREEN CROTON 3 GAL.

1 GAL.BURLE MARX PHILODENDRON
Philodendron 'Burle Marx' 18" HT. X 18" SPR. / 24" O.C.PB 241

Ficus microcarpa 'Green Island'

GREEN ISLAND FICUS
FM 3 GAL.

15" HT. X 15" SPR. / 15" O.C. 2,911

12" HT. X 12" SPR. / 15" O.C.Microsorum scolopendrium

WART FERN 1 GAL.
MS 474

7 GAL.
36" HT. X 18" SPR. / 18" O.C. Podocarpus macrophyllus

PODOCARPUS
PM 184

20CC
24" HT. X 24" SPR. / 24" O.C.Chamaedorea cataractarum

CAT PALM 7 GAL.

12" HT. X 12" SPR. / 15" O.C.

'EVERGREEN GIANT' LIRIOPE 1 GAL.
LM 377 Liriope muscari

'BLACK GOLD' SANSEVIERIA
ST

3 GAL.
18" HT. X 18" SPR. / 18" O.C. Sansevieria trifasciata 'Black Gold'92

F.G.LIVE OAK
*Quercus virginiana12QV 16' HT. X 8' SPR. 4" CAL.

*Tripsacum dactyloides
FAKAHATCHEE GRASS

TD 24" HT. X 24" SPR. / 30" O.C.

3 GAL.
145

A. No. trees required x 10= No. of shrubs required
SHRUBS

D. Total Trees Required

TREES

Net lot area =  __________ s.f. x _____ % = _________ s.f.
A. Square Feet of open space required by Article 5, Development Standards:

PROVIDEDREQUIRED/OPEN SPACE

s.f.acresNet Lot AreaZoning District:
LANDSCAPE LEGEND Information Required to be Permanently Affixed to Plan

MX 1 2.11 91,933

91,933 10 9,193 9,193 32,154

ALLOWED

A. 191 linear feet along Salzedo Street =

B. 325 linear feet along Catalonia Avenue =

STREET TREES (maximum average spacing of 35' o.c.):

A. No. of Trees required: 28 x 2.11 = 59

B. % Palms Allowed: No. Trees required x 25% =

C. % Natives required: No. Trees required x 30% =

C. 379 linear feet along Malaga Avenue =

59
15
18

5
9
11

84

840

59
15
18

6
14
11

91

840+

Scale: See Left

Sheet No.:
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SHEET INDEX:

TD-1  TREE DISPOSITION PLAN
TD-2  TREE DISPOSITION PLAN
L-1  LANDSCAPE PLAN
L-2  LANDSCAPE PLAN
L-3  LANDSCAPE DETAILS
HS-1 PUBLIC REALM AMENITIES

PLAN + HARDSCAPE PLAN
HS-2     POOL DECK HARDSCAPE

PLAN + DETAILS
HS-3     HARDSCAPE DETAILS
Note: Fire hydrants require a 3' minimum clear area around them
using Liriope 'Evergreen Giant' or other non-woody groundcover. Plan
locations of equipment in the landscape including backflow
preventers, hydrants, utility poles, etc. to be well- hidden through wall
screening or thick landscape buffers so they are not visible from the
street.

Note: Nothing shall be erected, placed, parked, planted, or allowed to
grow in such a manner within a triangle of visibility so as to materially
impede vision between a height of three (3) feet and eight (8) feet above
the established grade, measured at the driveway or at the triangle of
visibility and intersection.

Note: An irrigation plan will be provided at time of Permit
providing 100% coverage to landscaped areas. In public right
of way, 'Rainbird' brand heads and equipment will be provided.
No drip irrigation is allowed in the right of way. Contact
dbell@coralgables.com for a list of approved irrigation
equipment for City right of way.

SCHEMATIC DESIGN



DN

PROP. LINE

PROP. LINE

AMENITY SPACE
3,673 SF.

STAIR 1 STAIR 2

EL. 1

EL. 2

EL. 3

EL. 4

A1-A

A2 A2

A1-A

A3

A2

B3

B3A2A2

A2

AO
22

PS
52

PSt
1

OJ
120

6
POTS

ED
6

PSt
1

OJ
80

4
POTS

ED
6

PS
52

PSt
1

OJ
80

4
POTS

ED
6

VM
13

FM
300

CG
6

MF
5

Ficus microcarpa 'Green Island'

GREEN ISLAND FICUS
FM

3 GAL.
15" HT. X 15" SPR. / 15" O.C. 

QUAN.SYMBOL PROPOSED MATERIAL

SHRUBS AND GROUNDCOVERS

QUAN.SYMBOL

TREES/PALMS
LANDSCAPE LIST LEVEL 7 POOL DECK

F.G., TRIPLETRIPLE SILVER DATE PALM
Phoenix sylvestris 'Triple' 12' C.T. 

PROPOSED MATERIAL SPECIFICATIONS

SPECIFICATIONS

*Myrcianthes fragrans

SIMPSON'S STOPPERMF F.G., MULTI-TRUNK 

12' HT. X 5' SPR. 2" CAL.

PSt

*Clusia guttifera
SMALL LEAF CLUSIA

CG
7 GAL.
36 HT. X 36" SPR. / 36" O.C. 

1 GAL.
Ophiopogon japonicus
MONDO GRASSOJ 6" HT. X 6" SPR. / 6" O.C.

F.G. SINGLE MONTGOMERY PALM
Veitchia montgomeryana 'single' 28' O.A. HT. MIN.,

18

* DENOTES NATIVE SPECIES

VM

5

3

13

6

300

280

12' HT. X 5' SPR. 2" DBH., 4' C.T. MIN. Elaeocarpus decipiens

JAPANESE BLUEBERRY TREE F.G., STANDARD, SINGLE LEADERED

22 17" POT
Alcantarea odorata
SILVER-BLUE BROMELIAD

AO

WHITE FOUNTAIN GRASS
Pennisetum setaceum 'Alba'PS

3 GAL.

18" HT. X 18" SPR. / 24" O.C. 104

32" HT. X 32" SPR. / 30" O.C.

Scale: See Left
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PLANTING SOIL

DISTANCE TO CENTERLINE
WILL VARY ACCORDING TO
SPECIES AND HABITAT OF

GROWTH SO THAT MATURE
PLANTS WILL NOT OVER LAP

ONTO SIDEWALK,
STRUCTURES,

PAVED AREAS, ETC.

DISTANCE BETWEEN PLANTS
SHOULD BE FAR ENOUGH TO ALLOW
PLANTS TO REACH MATURE SIZE
WITHOUT INTERFERING WITH
GROWTH OF ADJACENT PLANT
MATERIALS

SPACING AS
PER PLANS

ROOT
BALL

12"
MIN.

12"
MIN.

BACKFILL SUBSOIL
EXISTING SUBSOIL

MINIMUM 2" x 2" x 2" x 0" P.T.  PINE
WOOD STAKE OR #5 RE-BAR 2'-0"
LONG. POSITION TO SECURELY
STABILIZE TREE

REINFORCED RUBBER
HOSE

BLACK WELLINGTON 12"
WIDE NYLON TAPE

BLACK WELLINGTON 12"
WIDE NYLON TAPE

ROOT BALL

TREE PIT

2"x2"x 2'-0" P.T. PINE
WOOD STAKE OR #5
RE-BAR 2'-0" LONG

9" PLANT
BALL

9"

FINISH GRADE

MINIMUM 2" x 2" x 6"  P. T.
PINE WOOD STAKES
OR #5 RE-BAR TWO PER
TREE - POSITION TO
SECURELY STABILIZE TREE

EXISTING SUBSOIL

BACKFILL

TYPICAL GROUNDCOVER PLANTING DETAILTYPICAL CONTAINER SPACING DETAILTYPICAL SHRUB PLANTING DETAILCURVED TRUNK PALM PLANTING DETAIL

STRAIGHT TRUNK PALM PLANTING DETAILTYPICAL TREE GUYING DETAILSMALL TREE PLANTING DETAILLARGE TREE PLANTING DETAIL

120 120

EXISTING
SUBSOIL

PAVED WALK

SPACING OF PLANTS
AS INDICATED ON PLANTING
PLAN

3"  MULCH  LAYER,
GRADE "A"

C
LE

AR
 T

R
U

N
K

G
R

EY
 W

O
O

D

1/
3 

H
EI

G
H

T
O

F 
TR

U
N

K

EXCAVATE TO A MIN DEPTH
OF 12"  AND BACKFILL WITH
PREPARED PLANTING SOIL

TRIANGULAR SPACING

EQ
U

AL

PLANTING SOIL MIX AS
SPECIFIED

SQUARE SPACING

MULCH EDGING - ALL PLANT
BEDS ADJACENT TO SOD AREAS

SHALL RECEIVE A  3"  DEEP
LAYER OF MULCH

LIMIT OF SOD LINE - ALL
SOD IS TO BE LAID AS PER

DRAWINGS (SEE LANDSCAPE
PLAN)

NOTE: IN MOST CASES, TRIANGULAR SPACING IS PREFERRED.
USE SQUARE SPACING ONLY IN SMALL RECTILINEAR AREAS.

4"  EARTH BERM

2" x 4" x 12"  PINE FOOTPAD
FOR SOFT SOIL CONDITIONS SUCH

AS SAND, BURIED 3"  BELOW GRADE

2"  LAYER OF NEW TOPSOIL

EQUAL

EQUAL

WRAP (5) LAYERS OF BURLAP TO
TRUNK AT POINT OF SUPPORT

(3) 2" x 4" x 6"  P. T.
PINE WOOD CLEATS . WIRE  WITH

GALVANIZED METAL STRAP AS
SUPPORT FOR WOOD BRACERS -

DO NOT NAIL BRACES TO THE TRUNK
(3) 2" x 4"  P. T. PINE

WOOD BRACE @ 120 DEGREES  APART.
PAINT TO MATCH TRUNK COLOR

IF REQUIRED

TOP OF MULCH
SHALL BE 1/2"
BELOW PAVEMENT

NOTE: ALL PALMS WITH A
CLEAR TRUNK HEIGHT OF
6'  FEET OR MORE ARE TO
BE STAKED.

REMOVE BURLAP FROM TOP
OF ROOT BALL

4" EARTH BERM
3"  MULCH  LAYER,

GRADE "A"
2"  LAYER OF NEW TOPSOIL

SPACING AS
PER PLANS

PLANT
BALL

6"

MULCH EDGING - ALL PLANTING
BEDS ADJACENT TO SOD AREAS

SHALL RECEIVE A 4"-6"  DEEP
LAYER OF MULCH

PLANT MATERIAL SHALL NOT BE
PRUNED PRIOR TO INSTALLATION -

AFTER PLANT HAVE BEEN INSTALLED,
EACH PLANT SHALL BE PRUNED FOR

UNIFORMITY

BACKFILL SOIL
EXISTING SUBSOIL

TYPICAL CURB AND GUTTER

6"

SIDEWALK

6"

*

GUY WIRE - #12 DOUBLE STRAND
TWISTED - WRAP TWICE AROUND TREE

TRUNK WITH TWO-PLY RUBBER HOSE
AT ALL POINTS OF CONTACT -

ATTACH WIRE TO STAKES.

60 

DETAIL

PLAN

1/
3 

VE
R

TI
C

AL
H

EI
G

H
T

WRAP (5) LAYERS OF
BURLAP TO TRUNK AT

POINT OF SUPPORT

ROOT
BALL

12"
MIN.

BLACK WELLINGTON 1/2"  WIDE
NYLON TAPE

3"  MULCH LAYER, GRADE "A"

2" LAYER OF NEW TOPSOIL

REMOVE BURLAP FROM TOP OF
ROOT BALL

12"
MIN.

ROOT
 BALL

12"
MIN.

EXISTING SUBSOIL

BRACING DETAIL

2" X 4" CROSSMEMBERS
NAILED TO BRACES

2 (2" x 4") WOOD
BRACERS IN " X"
SHAPE NAILED
TOGETHER (see
detail above)

BACKFILL SOIL

3"  MULCH  LAYER,
GRADE "A"

2"  LAYER OF NEW
TOPSOIL

4"  EARTH BERM

FOOT PAD

TRUNK
CROSSMEMBER
BRACERS

12"
MIN.

VE
R

TI
C

AL
 H

EI
G

H
T

2"x 4"x 12" FOOT PAD
FOR SOFT SOIL
CONDITIONS SUCH AS
SAND; BURIED 3"
BELOW GRADE.

LIMIT OF SOD LINE - ALL
SOD TO BE LAID AS PER

DRAWINGS
(SEE LANDSCAPE PLAN)

EXISTING SUBSOIL

4" EARTH BERM
MINIMUM 2" x 2" x 2" x 0" P.T.  PINE
WOOD STAKE OR #5 RE-BAR 2'-0"
LONG. POSITION TO SECURELY
STABILIZE TREE

3"  MULCH AS SPECIFIED
OVER ALL PLANTING BEDS

THIN BRANCHES BY 25% -
RETAIN NATURAL SHAPE OF

PLANT - PAINT ALL CUTS OVER
4" DIA. WITH TREE PAINT - DO

NOT CUT CENTRAL LEADER

TREES OF SAME SPECIES TO
BE MATCHED IN GROWTH CHARACTER

*

*

DO NOT CUT CENTRAL LEADER
THIN BRANCHES BY 25% - RETAIN
NATURAL SHAPE OF PLANT. PAINT
ALL CUTS OVER 1/2" DIAMETER
WITH TREE PAINT BLACK WELLINGTON 1/2"

WIDE NYLON TAPE
120

O
VE

R
AL

L 
H

EI
G

H
T

TRIM ONLY DEAD AND BROKEN
FRONDS - DO NOT CUT CENTRAL

LEADER

BURLAP

PLANTING NOTES:

-All plant material is to be Florida Number 1 or better pursuant to the Florida Department of Agriculture's  Grades and
Standards for Nursery Plants.

-All plants are to be top dressed with a minimum 3"  layer of Melaleuca mulch,  Eucalyptus mulch or equal.

-Planting plans shall take precedence over plant list in case of discrepancies.

-No changes are to be made without the prior consent of the Landscape Architect and Owner. Additions and or
deletions to the plant material must be approved by the project  engineer.

-Landscape Contractor is responsible for providing their own square footage takeoffs and field verification for 100%
sod coverage for all areas specified.

- All landscape areas are to be provided with automatic sprinkler system which provide 100% coverage, and 50%
overlap.

- All trees in lawn areas are to receive a 24" diameter mulched saucer at the base of the trunk.

- Trees are to be planted within parking islands after soil is brought up to grade.  Deeply set  root balls are not
acceptable.

- Planting soil for topsoil and backfill shall be 50/50 mix, nematode free.  Planting soil for annual beds to be comprised
of 50% Canadian peat moss, 25% salt free coarse sand and 25% Aerolite.

- Tree and shrub pits will be supplemented with "Agriform Pells", 21 gram size  with a 20-10-5 analysis, or substitute
application accepted by Landscape Architect.  Deliver in manufacturer's standard containers showing weight, analysis
and name of manufacturer.

GENERAL NOTES:

-The Landscape Contractor is to locate and verify all underground and overhead utilities  prior to beginning work.
Contact proper utility companies and / or General Contractor prior  to digging for field verification. The Owner and the
Landscape Architect shall not be responsible for any damages to utility or irrigation lines (see Roadway Plans for
more  utility notes).

-Landscape Contractor is to verify all current drawings and check for discrepancies and bring to the attention of the
Landscape Architect prior to commencing with the work.

-All unattended and unplanted tree pits are to be properly barricaded and flagged during installation.

-All planting plans are issued as directives for site layout. Any deviations, site changes, etcetera are to be brought to
the attention of the Landscape Architect for clarification prior to  installation.

SOD NOTES:

-Sod is to be grade "A" weed free.

-All areas marked "LAWN" shall be solid sodded with St. Augustine 'Floratam' solid sod. See limit on plan. All areas
marked 'Bahia Grass' shall be solid sodded with Paspalum.

-Provide a 2" deep blanket of planting soil as described in planting notes this sheet. Prior to planting, remove stones,
sticks, etc. from the sub soil surface. Excavate existing non-conforming soil as required so that the finish grade of sod
is flush with adjacent pavement or top of curb as well as adjacent sod in the case of sod patching.

-Place sod on moistened soil, with edges tightly butted, in staggered rows at right angles to slopes.

-Keep edge of sod bed a minimum of 18" away from groundcover beds and 24" away from edge of shrub beds and
36" away from trees, measured from center of plant.

-Sod Shall be watered immediatley after installation to uniformily wet the soil to at least 2" below the bottom of the sod
strips.
-Excavate and remove excess soil so top of sod is flush with top of curb or adjacent pavement or adjacent existing
sod.

"STRUCTURAL" SOIL ROOT MEDIUM
AS PROVIDED BY ATLAS
UNDER HARDSCAPE UP TO
BUILDING OR ROAD

HARDSCAPE WALK

3'
-0

"

PLANTING SOIL AS
PER SPECS.

COMPACTED FILL TO
STABILIZE TREE

1'-0"

2" LAYER OF
MULCH

EXPOSE ROOT
FLARE 12"

ROAD

CURB BY CIVIL
ENGINEER
2 FT. DEEP ROOT
BARRIER

NOTE: ROOT BARRIER TO BE  UB-24-2
(2FT) OR APPROVED EQUAL

NOTE: SEE LAYOUT PLAN FOR EXTENT
OF STRUCTURAL SOIL

2' ROOT BARRIER
@ ALL ADJACENT CURBS

PLANTING AREA 161
SQ. FT.

NEW 3/4" DIAM. PVC PIPE FOR
TREE LIGHTING. TYP. AT ALL

TREES.

5' SIDEWALK

3'
-0

"

NOTE: ROOT BARRIER TO BE  UB-24-2
(2FT) OR APPROVED EQUAL

NOTE: SEE LAYOUT PLAN FOR EXTENT
OF STRUCTURAL SOIL

2'
-0

"

SS EYE HOOK FOR GUY WIRE
ATTACHMENT SEE STRUCTURAL

SMOOTH STUCCO FINISH
MATCH ARCH. TYP.

REINF. CONC. WALLS
& TOP SLABS BY OTHERS
SLOPE TOPPING SLAB @
3% MIN. TO DRAIN TYP.

6"
 m

in

UPPER FLOOR RAISED PLANTER GUYING DETAIL
SCALE: Not to Scale

DRAINAGE BY OTHERS  TYP.

DRAIN GRAVEL

CLEAN WASHED MASON SAND
AROUND 1ST 6" OF ALL DATE PALMS
POROUS LIGHTWEIGHT PLANTING
SOIL ELSEWHERE

DEWITT FILTER FABRIC
3oz POLYPROPYLENE

MULCH

TOC VARIES (SEE ARCH.)

FINISH FLOOR

WATERPROOFING BY OTHERS  TYP.

PROVIDE IRRIGATION PER PLAN

WATERPROOFING
BY OTHERS  TYP.
SS GUY WIRE
SEE STRUCTURAL

MULCH

SLOPED TOPPING SLAB

ROOT (458.7668). For help with drainage or other

For additional information please visit our website at

and hose, ArborTie (see www.deeproot.com for details).
soft, safe and economical alternative to traditional wire
E. If staking or guying is required we recommend using the 

Linear Style Planting with DeepRoot Barriers

24' (7.3m) Dia. +2' (61cm) = 26' (7.9m)   13 Panels
18' (5.5m) Dia. +2' (61cm) = 20' (6.1m)   10 Panels
12' (3.6m) Dia. +2' (61cm) = 14' (4.2m)   7 Panels

Canopy at Maturity           Barrier        Panels
 Expected Tree             Feet of      Number of

Estimated Diameter of the Tree Canopy at Maturity + 

Support at: 1 800 ROOT TEK (766.8835).
difficult installation questions please call DeepRoot Technical

For information regarding distributors please call: 1 800 ILV 

damage by weed trimmers, lawn mowers and small rodents.
placed around the base of young trees to protect them from 
installation of ArborGard+ Tree Trunk Protectors which are
lawn mowing or weed trimming we strongly recommend the 
F. If the tree(s) will be subject to maintenance work such as 

a local Arborist for planting tips and recommendations.
to ensure healthy growth of the tree at planting. Consult with 
conditions may exist in the actual planting area. Take steps 
rooting growth area, however adverse soil and drainage 
D. Plant the tree(s). The Linear style offers a more expansive 

DeepRoot Barrier

Line can be separated at any two foot interval.

LB 12-2     40 panels (80' linear ft)/ Carton

As little as one side of the tree may need barrier for

elsewhere requiring protection.
root direction as there may be no hardscape

Packaging:

Sidewalk

Curb

DeepRoot LB 12-2, UB 18-2 or UB 24-2

For One Side of Tree

facing toward the tree and align in a straight fashion. It is 
helpful to place the barrier against the hardscape. Use the 
hardscape as a guide and backfill against the barriers to 
promote a clean smooth fit to the hardscape. Be sure to 
keep the barrier's double top edge at least 1/2"  (13mm) 
above grade to ensure roots do not grow over the top.

C. Next place the barrier in the trench with the vertical ribs 

For a simple formula to determine the quantity of 

B. Dig the trench to the depth based upon the particular 

roots 24" (61cm) (UB 24-2) is generally the better choice.
However for curb and gutter protection or more agressive
an alternate choice for non-aggressive, deeper rooting trees.
(UB 18-2) is sufficient depth with 12" (30cm) (LB 12-2) as
if a sidewalk, patio or driveway is to be protected, 18" (46cm)
A. Choose the barrier that best suits the application. Generally 

number of feet necessary for a Linear style planting 
diameter of the tree and add 2 feet (61cm). This will be the 
general rule of thumb take the anticipated mature canopy 
trees involved the length of linear barrier will vary, but as a 
Depending upon the actual planting plan and the number of 
Determine the correct number of panels to be used. 

barrier chosen.

application. (See chart below.)

www.deeproot.com

(See www.deeproot.com)

panels required for a Linear application use:

2' (61cm) = Length of Barrier per Side.

UB 18-2     26 panels (52' linear ft)/ Carton
UB 24-2     20 panels (40' linear ft)/ Carton

Sidewalk

Ground Locks

Top of Deeproot Barrier
Must be at least 1/2"
(13mm) above Grade

YY
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TREE DISPOSITION PLAN

TREE PROTECTION BARRIER DETAIL (TYP)

TOTAL CANOPY REMOVED: 

MITIGATION REQUIRED 

TOTAL CANOPY REPLACEMENT TO BE PROVIDED:

52,225 sf 105 - Large Trees (500 sf each) = 52,500

TD-1
Cad Id.: 2021-024

AL
EX

AN
 C

R
AF

TS
C

O
R

AL
 G

AB
LE

S,
 F

LO
R

ID
A

TR
EE

 D
IS

PO
SI

TI
O

N
 P

LA
N

Required tree mitigation will be added to the project
planting plans to be submitted at a later date with the
building permit package.

Date: 06/23/2021

SCHEMATIC DESIGN

AutoCAD SHX Text
IB

AutoCAD SHX Text
11.8'

AutoCAD SHX Text
2.9'

AutoCAD SHX Text
43.9'

AutoCAD SHX Text
#341 1 STORY  BUILDING F.F.E.: 19.3'

AutoCAD SHX Text
#340 1 STORY  BUILDING F.F.E: 18.4'

AutoCAD SHX Text
#330 1 STORY  BUILDING F.F.E.: 17.2' 

AutoCAD SHX Text
#322 1 STORY  BUILDING F.F.E.: 17.4'

AutoCAD SHX Text
#314 1 STORY  BUILDING F.F.E.: 18.1'

AutoCAD SHX Text
#310 1 STORY  BUILDING F.F.E.: 17.4'

AutoCAD SHX Text
#300 1 STORY  BUILDING F.F.E.: 18.0'

AutoCAD SHX Text
#301 1 STORY  BUILDING F.F.E: 17.2'

AutoCAD SHX Text
#309 1 STORY  BUILDING F.F.E.: 16.2'

AutoCAD SHX Text
#317 1 STORY  BUILDING F.F.E.: 17.1'

AutoCAD SHX Text
#323 1 STORY  BUILDING F.F.E.: 17.9'

AutoCAD SHX Text
#325 1 STORY  BUILDING F.F.E.: 18.8'

AutoCAD SHX Text
#333 1 STORY  BUILDING F.F.E.: 18.1'

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
17

AutoCAD SHX Text
18

AutoCAD SHX Text
19

AutoCAD SHX Text
20

AutoCAD SHX Text
21

AutoCAD SHX Text
22

AutoCAD SHX Text
23

AutoCAD SHX Text
24

AutoCAD SHX Text
25

AutoCAD SHX Text
26

AutoCAD SHX Text
27

AutoCAD SHX Text
28

AutoCAD SHX Text
29

AutoCAD SHX Text
30

AutoCAD SHX Text
36

AutoCAD SHX Text
37

AutoCAD SHX Text
38

AutoCAD SHX Text
39

AutoCAD SHX Text
40

AutoCAD SHX Text
41

AutoCAD SHX Text
42

AutoCAD SHX Text
35

AutoCAD SHX Text
34

AutoCAD SHX Text
33

AutoCAD SHX Text
31

AutoCAD SHX Text
32

AutoCAD SHX Text
43

AutoCAD SHX Text
44

AutoCAD SHX Text
45

AutoCAD SHX Text
46

AutoCAD SHX Text
47

AutoCAD SHX Text
48

AutoCAD SHX Text
49

AutoCAD SHX Text
50

AutoCAD SHX Text
51

AutoCAD SHX Text
52

AutoCAD SHX Text
53

AutoCAD SHX Text
54

AutoCAD SHX Text
55

AutoCAD SHX Text
56

AutoCAD SHX Text
57

AutoCAD SHX Text
58

AutoCAD SHX Text
59

AutoCAD SHX Text
60

AutoCAD SHX Text
61

AutoCAD SHX Text
62

AutoCAD SHX Text
63

AutoCAD SHX Text
64

AutoCAD SHX Text
65

AutoCAD SHX Text
66

AutoCAD SHX Text
67

AutoCAD SHX Text
68

AutoCAD SHX Text
71

AutoCAD SHX Text
69

AutoCAD SHX Text
70

AutoCAD SHX Text
72

AutoCAD SHX Text
73

AutoCAD SHX Text
74

AutoCAD SHX Text
75

AutoCAD SHX Text
76

AutoCAD SHX Text
77

AutoCAD SHX Text
80

AutoCAD SHX Text
81

AutoCAD SHX Text
78

AutoCAD SHX Text
79

AutoCAD SHX Text
82

AutoCAD SHX Text
83

AutoCAD SHX Text
84

AutoCAD SHX Text
85

AutoCAD SHX Text
86

AutoCAD SHX Text
87

AutoCAD SHX Text
88

AutoCAD SHX Text
89

AutoCAD SHX Text
90

AutoCAD SHX Text
91

AutoCAD SHX Text
92

AutoCAD SHX Text
93

AutoCAD SHX Text
94

AutoCAD SHX Text
95

AutoCAD SHX Text
96

AutoCAD SHX Text
97

AutoCAD SHX Text
98

AutoCAD SHX Text
99

AutoCAD SHX Text
100

AutoCAD SHX Text
101

AutoCAD SHX Text
102

AutoCAD SHX Text
103

AutoCAD SHX Text
104

AutoCAD SHX Text
105

AutoCAD SHX Text
106

AutoCAD SHX Text
107

AutoCAD SHX Text
108

AutoCAD SHX Text
109

AutoCAD SHX Text
R/W

AutoCAD SHX Text
R/W

AutoCAD SHX Text
R/W

AutoCAD SHX Text
TV

AutoCAD SHX Text
IB

AutoCAD SHX Text
1 STORY  BUILDING

AutoCAD SHX Text
1 STORY  BUILDING

AutoCAD SHX Text
#346 1 STORY  BUILDING

AutoCAD SHX Text
#345 1 STORY  BUILDING



Drawing: Index

Scale: See Left

Drawn by: NNN

Sheet No.:

TD-2
Cad Id.: 2021-024

Z:
\2

02
1\

H
ig

h-
R

is
e\

Al
ex

an
 C

ra
fts

 T
C

R
 2

02
1-

02
4\

Tr
ee

 D
is

po
si

tio
n\

20
21

.0
4.

05
\T

D
-1

.d
w

g 
D

ec
 1

7,
  2

02
1

30
7 

so
ut

h 
21

st
 a

ve
nu

e 
  h

ol
ly

w
oo

d,
 fl

or
id

a
ph

on
e:

 9
54

.9
23

.9
68

1 
 fa

cs
im

ile
: 9

54
.9

23
.9

68
9

w
w

w
.w

itk
in

de
si

gn
.c

om

Seal:

Lic. # LA0000889
Member: A.S.L.A.

Pr
oj

ec
t:

Revisions: By:Date:

©2020 WITKIN HULTS + PARTNERS
THE DESIGN AND DRAWINGS HEREIN ARE THE

INTELLECTUAL PROPERTY OF THIS
LANDSCAPE ARCHITECT AND ARE PROTECTED

UNDER THE COPYRIGHT PROTECTION ACT

AL
EX

AN
 C

R
AF

TS
C

O
R

AL
 G

AB
LE

S,
 F

LO
R

ID
A

TR
EE

 D
IS

PO
SI

TI
O

N
 M

A

Date: 06/23/2021

SCHEMATIC DESIGN


	Alexan Crafts_HS-1
	Sheets and Views
	HS-1


	Alexan Crafts_HS-2
	Sheets and Views
	HS-2


	Alexan Crafts_HS-3
	Sheets and Views
	HS-3


	Alexan Crafts_L-1
	Sheets and Views
	L-1


	Alexan Crafts_L-2
	Sheets and Views
	L-2


	Alexan Crafts_L-3
	Sheets and Views
	L-3


	Alexan Crafts_TD-1
	Sheets and Views
	TD-1


	Alexan Crafts_TD-2
	Sheets and Views
	TD-2





